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		About us

		Plyterra Group is one of the most reliable birch plywood manufacturers. Openness to innovation, creativity and wish for changing to the better help us to meet even the most specific requirements of our customers. Thanks to the high quality of our products, we have gained trust of our customers from 70 countries, including the United Kingdom, Germany, France, the Netherlands, Italy, Canada, the United States of America, the United Arab Emirates.

		200000 m3
cubic meters of plywood produced per year


        70%
of the product being exported


        70
countries


        100 %
of raw materials from responsible sources


        
	



    
    Products




	
	    
	        At the plants of Plyterra Group we produce high-quality plywood of different brands, including special plywood for particular industries. Our products fulfill the strictest quality requirements and are tested according to the international standards. The products are certified in accordance with the European standards EN 13986:2004+A1:2015 and have CE and E1 certificates as well with the American Standards being confirmed by certificates CARB and EPA TSCA Title VI. The plywood of Plyterra Group has ULEF status confirming the ultra-low level of formaldehyde emission.

All types of Fire-retardant plywood under the brand PlyGuard have approval of the reaction to Fire classification: B-S1, d0 being certified according to the European Standard EN 13501-1:2007 + A1:2009 as well as the reports about compliance to Requirements R1 and R10 of the European Standard EN 45545-2 for rail vehicles construction.
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    Plyterra Birch Interior

    High-quality plywood for interior use
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    Plyterra Birch Exterior 

    Water-resistant plywood for exterior and interior use
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    Plyterra Deck

    Extra strong film faced plywood with smooth surface
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    Plyterra Antislip

    Wear-resistant film faced plywood with non-slip surface
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    Plyterra Color

    UV-resistant colored film faced plywood
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    Plyterra Parquet

    High-quality plywood with special thickness tolerances for parquet production
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    Plyterra Laser

    100 % birch plywood for laser cutting
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    Plyterra Plastic

    Wear-resistant birch plywood overlaid with HPL
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    Plyterra Phon

    Multi-purpose sound-insulation plywood
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    PlyGuard

    High-quality fire-retardant plywood
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    PlyGuard Phon

    Sound insulation fire-retardant plywood
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    Fuel Briquettes RUF

    Ecologically clean and safe source of energy
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    Bed Slats

    Curved furniture parts made of high-quality birch veneer

    




    
        [image: ]
    

    Pellets

    Energy-efficient eco fuel

    




		  
    			If you have not found the necessary product,

    			+

    			contact us
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			Plyterra Birch Interior

			
			    certificates
			    description
			    

		    Plyterra Birch Interior is a brand of high quality birch plywood. For its production we use only birch veneer in all layers to guarantee higher resistance to bending and warpage. It is strong material due to the usage of urea-formaldehyde resin (MR) for veneer gluing.

 

The plywood has long durability and high performance properties as well as low weight. The material is simple in processing and can be easily cut to size. Alongside with its good physical and mechanical properties, it has beautiful texture of birch wood.

 

Plyterra Bich Interior is a perfect solution for furniture production, interior cladding and decoration work, packing, flooring, etc.

		    More Information
			    
		

		
			certificates Plyterra Birch Interior

			
				CE Attestation

			

			
		

		
			description Plyterra Birch Interior
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	Thicknesses:	4; 6; 8; 9; 10; 11; 12; 14; 15; 17; 18; 20; 21; 24; 25; 30 mm
	Sizes:	1525х1525, cut-to-size
	Grades:	1/2 (В/BB), S/BB, 2/2 (ВB/BB), 2/3 (ВB/CP), 2/4 (BB/C), 3/3 (CP/CP), 3/4 (CP/C), 4/4 (C/C)
	Surface type:	not-sanded (NS) and both sides sanded (S2)
	The formaldehyde emission according to report (limit value: 3,5 mg/h х m2):	0,1-0,3 mg/h х m2
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			Plyterra Birch Exterior 

			
			    certificates
			    description
			    

		    Plyterra Birch Exterior is a brand of high quality birch plywood. For its production we use only birch veneer in all layers to guarantee higher resistance to bending and warpage. The plywood is very strong and has excellent water-resistant properties due to the usage of phenol-formaldehyde resin for veneer gluing. It is safe-health product (ULEF status: Executive Order N-18-163 issued byCARB). Plyterra Birch Exterior has such properties as high strength, durability, ease in further processing, beautiful texture of birch wood, low weight, high performance properties. It can be used for many purposes including construction, shipbuilding, decoration works, automobile production, carriage building, sheathing, flooring, parquet manufacturing, etc.

 

		    More Information
			    
		

		
			certificates Plyterra Birch Exterior 

			
				4x8

CE AttestationE1 AttestationED2020 Certificate

5х5, 5х10

CE AttestationEPA TSCA Title VI Attestation

			

			
		

		
			description Plyterra Birch Exterior 
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	Thicknesses:	4; 6; 6,5; 9; 12; 15;16; 18;19;  21; 24; 27; 30; 35; 40 mm
	Sizes:	2440х1220 or 1220х2440,
 2500х1250 or 1250х2500, 
 1525x1525, 1525х3050, cut-to-size
	Grades:	1/2 (B/BB), S/BB, 2/2 (BB/BB), 2/3 (ВВ/СР), 2/4 (ВВ/С), 3/3 (СР/СР), 3/4 (СР/С), 4/4 (С/С)
	Surface type:	not-sanded (NS) and both sides sanded (S2)
	The formaldehyde emission according to WKI reports (limit value: 3,5 mg/h х m2):	
0,1-0,3 mg/h х m2





The strenght characteristics
	
Plywood thickness, mm

	
Bending strength, MPa, mean value

	
Modulus of Elasticity, MPa, mean value


	
perpendicular to the fiber

	
parallel to the fiber

	
perpendicular to the fiber

	
parallel to the fiber


	
4

	
35

	
120

	
2000

	
12000


	
6,5

	
55

	
80

	
4000

	
10000


	
9

	
60

	
80

	
5000

	
9000


	
12

	
65

	
80

	
6000

	
8500


	
15,16, 18,19,

	
70

	
75

	
6500

	
8500


	
21,24,27,30, 35,40

	
70

	
70

	
6800

	
8000
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			Plyterra Deck

			
			    certificates
			    description
			    

		    Plyterra Deck is a brand of film faced birch plywood of high quality. It is manufactured on the basis of Exterior birch plywood covered with film made of high density paper, impregnated with phenol-formaldehyde resin.

 

The surface resistant to different environmental and chemical conditions as well as multilayer structure from birch veneer provides exceptional strength and makes Plyterra Deck irreplaceable in wear-resistant surfaces production (reusable formwork for concrete construction, bridge building, scaffolding, flooring and sheathing of trucks). Resistance to abrasion is approved by Taber Test.

 

Water-resistant cover has dark brown color, density 120/120 and 120/220 g/m2. Edges are sealed with water-resistant acrylic paint. It is available in different colors.

		    More Information
			    
		

		
			certificates Plyterra Deck

			
				CE AttestationE1 AttestationED2020 Certificate

			

			
		

		
			description Plyterra Deck
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	Thicknesses:	6,5; 9; 12; 15; 18; 19; 21; 24; 27; 30 mm
	Sizes:	
2440х1220 or 1220х2440, 2500х1250 or 1250х2500,

1525x3050, 1830x1525x1830, cut-to-size


	Grade:	I/I
	Surface type:	F/F (smooth/smooth)
	Film density:	
120/120 g/m2, 120/220 g/m2, 220/220 g/m2


	Abrasion behaviour test data from WKI: (Taber test/mean value):	
400-450 rounds


	
The formaldehyde emission according to WKI reports:(limit value: 3,5 mg/h х m2):

	
0,1 mg/h х m2






	The strenght characteristics
	
Thickness of plywood, mm

	
Bending strength, MPa, mean value

	
Modulus of Elasticity, MPa, mean value 


	
perpendicular to the fiber 

	
parallel to the fiber 

	
perpendicular to the fiber 

	
parallel to the fiber 


	6,5	60	85	4300	9500
	9	65	85	5700	9000
	12	60	80	6000	8500
	15	60	80	6500	8500
	18	75	70	7000	8500
	19	70	70	7200	8000
	21;24;27;30	70	70	7000	8000
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			Plyterra Antislip

			
			    certificates
			    description
			    

		    Plyterra Antislip is birch plywood covered with dark brown film which is made of high density paper impregnated with phenol-formaldehyde resin. The plywood has one side covered with smooth film and the other side – with film having wire mesh surface, that guarantees maximum protection against slippage.

 

The surface of the material withstands various weather and chemical conditions. A multi-layer structure made of birch plywood provides exceptional strength and makes plywood irreplaceable for the production of wear-resistant surfaces.

 

The plywood is mostly used in trailers, loading platforms, scaffolding, stages, sports and playground facilities.

		    More Information
			    
		

		
			certificates Plyterra Antislip

			
				CE AttestationE1 Attestation

			

			
		

		
			description Plyterra Antislip
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	Thicknesses:	6,5; 9; 12; 15; 18; 19; 21; 24; 27; 30 mm
	Sizes:	
2440х1220 or 1220х2440, 2500х1250 or 1250х2500, cut-to-size


	Grade:	I/I
	Surface type:	F/W (smooth/wire)
	Film density:	120/120 g/m2 ; 220/220 g/m2
	The formaldehyde emission according to WKI reports:
 (limit value: 3,5 mg/h х m2):	0,1 mg/h х m2




	The strenght characteristics
	
Thickness of plywood, mm

	
Bending strength, MPa, mean value

	
Modulus of Elasticity, MPa, mean value 


	
perpendicular to the fiber 

	
parallel to the fiber 

	
perpendicular to the fiber 

	
parallel to the fiber 


	6,5	60	85	4300	9500
	9	65	85	5700	9000
	12	60	80	6000	8500
	15	60	80	6500	8500
	18	75	70	7000	8500
	19	70	70	7200	8000
	21;24;27;30	70	70	7000	8000
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			Plyterra Color

			
			    certificates
			    description
			    

		    Plyterra Color is a brand for colored film-faced birch plywood. It is produced on the basis of Exterior birch plywood covered with paper impregnated with modified phenolic resin. Bright rich color of the film does not fade when exposed to sunlight for contentious period of time. At the same time, it ensures higher level of density, resistance to abrasion, damage, detergents and moisture absorption. Good strength properties are achieved due to the usage of birch veneer in all layers.

As a whole, all these properties guarantee longer durability of Plyterra Color and make it suitable for different applications such as construction, exterior and interior design, furniture manufacturing, trailers and trucks production, etc. 

The plywood is ecologically-safe material. It is available in different colors.

		    More Information
			    
		

		
			certificates Plyterra Color

			
				CE AttestationE1 Attestation

			

			
		

		
			description Plyterra Color
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	Thicknesses:	6,5; 9; 12; 15; 18; 19; 21; 24; 27; 30 mm
	Sizes:	
2440х1220 or 1220х2440,

2500х1250 or 1250х2500, cut-to-size


	Grade:	I/I
	Surface type:	F/F (smooth/smooth)
	Film density:	167/167 g/m2 
	The formaldehyde emission according to WKI reports:
 (limit value: 3,5 mg/h х m2):	0,1 mg/h х m2


 
	The strenght characteristics
	Thickness of plywood, mm	Bending strength, MPa, mean value	Modulus of Elasticity, MPa, mean value 
	perpendicular to the fiber 	parallel to the fiber 	perpendicular to the fiber 	parallel to the fiber 
	6,5	60	85	4300	9500
	9	65	85	5700	9000
	12	60	80	6000	8500
	15	60	80	6500	8500
	18	75	70	7000	8500
	19	70	70	7200	8000
	21;24;27;30	70	70	7000	8000
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			Plyterra Parquet

			
			    certificates
			    description
			    

		    Plyterra Parquet is a product of heightened water resistance due to being glued with adhesive based on phenol-formaldehyde resin. The use of birch veneer of special thickness makes it possible to produce plywood of standard and not-standard thicknesses with strict thickness tolerance. The product has optimal moisture content and high load bearing capacity. Its other advantages are durability, low weight and dimensional stability. The material is safe for people’s health. Low level of formaldehyde emission is approved by CARB-issued ULEF status.

It is Plyterra Parquet that is used by parquet manufacturers all over the world. Non-standard dimensions and solid veneer in the inner layers for increased strength properties are possible.

		    More Information
			    
		

		
			certificates Plyterra Parquet

			
				4x8

CE AttestationE1 Attestation

5х5, 5х10

CE Attestation

			

			
		

		
			description Plyterra Parquet
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	Thicknesses, mm:	4; 6; 6,5; 9; 12; 15; 16
	Sizes, mm:	
2440х1220 or 1220х2440,

2500х1250 or 1250х2500,

1525х1525, 1525х3050

cut-to-size


	Grades:	1/2 (В/ВВ), 2/2 (BB/BB), 2/3 (ВВ/СР), 2/4 (ВВ/С), 3/3 (СР/СР), 3/4 (СР/С), 4/4 (С/С)
	Surface type:	not-sanded (NS) and both sides sanded (S2)
	Formaldehyde emission  	0,1-0,3 mg/h х m2




 

STRENGTH CHARACTERISTICS


	Thickness of plywood, mm	Bending strength, MPa, mean value	Modulus of Elasticity, MPa, mean value 
	perpendicular to the fiber 	parallel to the fiber 	perpendicular to the fiber 	parallel to the fiber 
	6,5	60	85	4300	9500
	9	65	85	5700	9000
	12	60	80	6000	8500
	15	60	80	6500	8500
	18	75	70	7000	8500
	19	70	70	7200	8000
	21;24;27;30	70	70	7000	8000
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			Plyterra Laser

			
			    certificates
			    description
			    

		    Plyterra Laser is high quality plywood produced specially for industries where laser cutting is used, including production of cutting dies.

 

To produce Plyterra Laser we use only solid (whole) birch veneer for both face and inner layers with a minimum number of defects. It helps to eliminate voids inside the product. Moreover, we use adhesive based on special resin, which is not subject to combustion under the influence of the laser beam and safe for health. Thus, our product meets the strictest requirements of the cutting dies manufacturers and has already received the approval of professional die-makers. Plyterra Laser also has such properties as improved flatness, strength, durability and light weight.

		    More Information
			    
		

		
			certificates Plyterra Laser

			
				CE Attestation

			

			
		

		
			description Plyterra Laser
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	Thicknesses:	4; 6; 8; 9; 10; 11; 12; 14; 15; 17; 18; 20; 21; 24; 25; 30 mm
	Sizes:	1525х1525, cut-to-size
	Grades:	1/2 (В/BB), 2/2 (BB/BB)
	Surface type:	not-sanded (NS) and both sides sanded (S2)
	
The formaldehyde emission (limit value:

3,5 mg/h х m ):

	0,1-0,3 mg/h х m2
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			Plyterra Plastic

			
			    
			    description
			    

		    Plywood coated with HPL is applicable in many areas, including shipbuilding, construction industry, rail vehicles production, furniture production, etc. The plywood is strong, resistant to banding and warpage. It has low weight and high performance properties.

HPL coating makes the surface of the panel highly wear-resistant. The material does not change its appearance and properties during the whole service life, even when exposed to UV-light, water and temperature drops. Thus, plywood overlaid with HPL is suitable for exterior and interior use. There are 400 designs of HPL, including unicolor, stone design, wood grain, metallic, etc.

On the agreement with a customer plywood can be covered with fire-resistant HPL. If fire-proof plywood is required, all the layers of the wood panel can be impregnated with flame retardant. It prevents the spread of fire and has low smoke generation capacity.

		    More Information
			    
		

		
			certificates Plyterra Plastic

			
				
			

			
		

		
			description Plyterra Plastic
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			    Thicknesses of plywood, mm: 4; 6,5; 9; 12; 15; 18; 21; 24; 27; 30

Thicknesses of HPL, mm: 0,8; 1; 1,3; 1,6

Panels are overlaid on both sides

Sizes, mm: 2500x1250, 1250x2500, cut-to-size

Other sizes and thicknesses are available

The formaldehyde emission (limit value: 3,5 mg/h х m2) : 0,1-0,3 mg/h х m2

    The strenght characteristics


	Plywood thickness, mm	Bending strength, MPa, mean value	Modulus of Elasticity, MPa, mean value
	perpendicular to the fiber	parallel to the fiber	perpendicular to the fiber	parallel to the fiber
	4	35	120	2000	12000
	6,5	55	80	4000	10000
	9	60	80	5000	9000
	12	65	80	6000	8500
	15,16, 18,19,	70	75	6500	8500
	21,24,27,30, 35,40	70	70	6800	8000
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			Plyterra Phon

			
			    
			    description
			    

		    Plyterra Phon is birch plywood with cork, rubber or composite rubber-cork sound absorbing barrier in the middle of the panel. The core can be chosen by the customer according to his needs: cork makes the boards lighter in comparison with standard plywood, while plywood with a special layer of technical rubber provides better damping of vibration and protection against noise.

Plyterra Phon can be used for interior finishing of the projects in civil and industrial construction having strict requirements for sound insulation. Plyterra Phon is also applied in the production of rail vehicles, metro trains, buses, trams and sea and river vessels. This solution reduces negative influence of vibration on people’s health and safety and insures higher level of comfort.

The material is highly water-resistant due to the usage of special adhesive based on phenol-formaldehyde resin.

		    More Information
			    
		

		
			certificates Plyterra Phon

			
				
			

			
		

		
			description Plyterra Phon
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	Plyterra Phon with cork	 	Plyterra Phon with rubber	 
	Standard sizes, mm:	2500x1250 2250x1250 1950x1250	Standard sizes, mm:	1525x1525
	 	1450x1250	 	 
	Standard thicknesses, mm:	16; 18, 25, 28	Standard thicknesses, mm:	10; 15; 18; 20, 22; 25; 28


Other sizes and thickness are available on request
	Grades:	1/2 (В/BB), 2/2 (BB/BB), 2/3 (BB/CP), 2/4 (BB/C), 3/3 (CP/CP), 3/4 (CP/C), 4/4 (C/C)
	Types of surface:	Not sanded (NS), both sides sanded (S2), overlaid with HPL
	The formaldehyde emission (limit value: 3,5 mg/h х m2):	0,1-0,2 mg/h х m2
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			PlyGuard

			
			    certificates
			    description
			    

		    PlyGuard is a special brand of fire-retardant plywood. It is a low flammable material, preventing spread of fire on the surface, having a medium smoke-generating capacity and securing a moderate emission of hazardous substance into the air when burning. Physical and mechanical properties of this material make it suitable for Exterior and Interior use in many areas.

All layers of veneer used for PlyGuard production are impregnated with flame retardant. Thus, the product complies with the highest level of fire safety and does not require additional treatment when machined or cut-to-size.

For the projects with more flexible requirements we offer fire-retardant plywood having only face veneers impregnated. This solution has good fireproof properties but the technology of production reduces the cost of the final product.

		    More Information
			    
		

		
			certificates PlyGuard

			
				CE AttestationReport on fire testing according to EN 45545-2Certificate from Russian Maritime Register of ShippingCertificate from Russian Maritime Register of Shipping for plywood coated with HPLCertificate from Russian River Register of Shipping

			

			
		

		
			description PlyGuard
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	Thicknesses*, mm	4; 6; 8; 9; 10; 12; 15; 16; 18; 19; 20; 21; 22; 24; 25; 28; 30  
	Sizes*, mm  	1525х1525; 1525х1830; 1830х1525; 1220x2440; 2440x1220; 1250x2500; 2500x1250; 2100х1830; 2300х1830; 2410х1525; 2850х1830; 2950х1525; 2980х1525; 2980х1850; 3050х1525, cut-to-size
	Grades	1/2 (В/BB), 2/2 (BB/BB), 2/3 (BB/CP), 2/4 (BB/C), 3/3 (CP/CP), 3/4 (CP/C), 4/4 (C/C)
	Surface type  	not-sanded (NS), both sides sanded (S2), with protective coating based on resin, HPL




*other sizes and thicknesses are available on request
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			PlyGuard Phon

			
			    certificates
			    description
			    

		    Plyguard Phon is the brand of sound-insulation fire-retardant plywood. It is a low flammable material, preventing spread of fire on the surface, having a medium smoke-generating capacity and securing a moderate emission of hazardous substance into the air when burning. Alongside with high-quality birch plywood, the structure of the panel includes cork, rubber or composite cork-rubber sound absorbing barrier. It can be chosen by the customer according to the area of application. Plyguard Phon with cork is lighter in comparison with standard plywood, while the material of plywood with a special layer of technical rubber in the middle provides better damping of vibration and protection against noise Plyguard Phon is compliant with Requirement R10 of EN 45545-2

		    More Information
			    
		

		
			certificates PlyGuard Phon

			
				Report on fire testing according to EN 45545-2Certificate from Russian River Register of Shipping

			

			
		

		
			description PlyGuard Phon
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	Plyguard Phon with cork	 	Plyguard Phon with rubber	 
	Standard sizes, mm:	2500x1250 2250x1250 1950x1250 1450x1250	Standard sizes, mm:	1525x1525
	Standard thicknesses, mm:	16; 18, 25, 28	Standard thicknesses, mm:	10; 15; 18; 20, 22; 25; 28


Other sizes and thickness are available on request
	Grades:	1/2 (В/BB), 2/2 (BB/BB), 2/3 (BB/CP), 2/4 (BB/C), 3/3 (CP/CP), 3/4 (CP/C), 4/4 (C/C)
	Types of surface:	Not sanded (NS), both sides sanded (S2), overlaid with HPL
	The formaldehyde emission (limit value: 3,5 mg/h х m2):	0,1-0,2 mg/h х m2
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			Fuel Briquettes RUF

			
			    
			    description
			    

		    Fuel briquette is an environmentally friendly product. It is produced from pure saw dust preliminarily dried and pressed under high pressure and temperature without any chemical binding agents. Adhesion is the result of lignin release from plant cells. Then the briquettes are

cooled and packed.

 

Heating capacity of the briquettes is twice higher than firewood capacity and almost equal to brown coal. It is from 4500 to 5200 kcal/kg (18 MJ/kg - 20 MJ/kg) depending on the quantity of one or another wood species in a briquette.

 

Strengthening crust on its surface prevents the briquette from coloration and moisture penetration. Natural origin of raw materials ensures undoubted ecological purity of the product.

		    More Information
			    
		

		
			certificates Fuel Briquettes RUF

			
				
			

			
		

		
			description Fuel Briquettes RUF
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	Heating capacity:	4500 - 5200 kcal/kg (18 MJ/kg - 20 MJ/kg)
	Ash content:	≤ 1%
	Density:	0,9 – 1,0 t/m3
	Water content:	≤ 7%
	Section:	60 х 100 mm
	Length:	≤ 150 mm (+/- 5%)
	Width:	60 mm
	Height:	100 mm
	Weight of one briquette:	≈ 1 kg
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			Bed Slats

			
			    certificates
			    description
			    

		    Curved furniture parts (bed slats)

This product is intended for application in furniture industry. The curved furniture parts are made from hardwood veneer sheets glued with low-toxicity urea-formaldehyde adhesives. Curved furniture parts may be coated with resin, decoration paper or other materials. The product may be manufactured, on a customers request, either with surface sanded or without any surface finishing. The long edge of the parts is a little rounded. Curved furniture parts of our production have all the necessary certificates, documentation for production and appication.

		    More Information
			    
		

		
			certificates Bed Slats

			
				Certificate of Compliance with GOSTIKEA Certificate

			

			
		

		
			description Bed Slats
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	Thicknesses:	7; 8; 10; 11; 11,5, 12 mm
	Length:	450 - 1580 mm
	Width:	 25; 34; 35; 36; 38; 45; 48; 50; 52; 53; 60; 63; 64; 65; 66; 68; 80; 83; 100; 120; 160; 170 mm
	Radius:	R 4000 mm
R 8000 mm
	Grade:	1/2 (В/BB)
	Surface type:	glue/glue
paper(color)/glue
	The formaldehyde emission according to GOST (limit value: 3,5 mg/h х m2):	0,1-0,3 mg/h х m2
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			Pellets

			
			    
			    description
			    

		    Pellets are sustainable source of energy. They are produced from natural and untreated wood сhips and sawdust. This Eco fuel has high energy efficiency, low carbon dioxide emission and minimal waste after burning. Another advantage of pellets is a reasonable price.

Pellets are convenient for storage and transportation as they do not demand much space and, unlike some other kinds of fuel, they are explosion-safe. Heating boilers where pellets are used are clean and easy to handle. They have wide area of application from private houses to heating and power stations.

The product complies with all necessary quality standards.

		    More Information
			    
		

		
			certificates Pellets

			
				
			

			
		

		
			description Pellets
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			    	Diameter – 6 mm
	Length  – 20-50 mm
	Moisture content – 10 -12 %
	Ash content - 0,3 %,
	Heating capacity – 4,8 kcal/kg


 

				

			

			
		

		

	
	
			

		

	



    

We focus on clients needs and provide special solutions and services for them
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Cut to size plywood: from 25 to 3800 mm
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CNC-machining. We may produce plywood according to customer’s drawings. The opportunities of our equipment include drilling, profiling, routing, sanding and so on
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Special thicknesses and sizes, strict tolerances up to ± 0,1 mm. This enquiry is especially popular among parquet manufacturers







    
	
		PLYTERRA GROUP PLYWOOD WAS APPLIED IN THE PROJECTS
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			Movie and Concert
 Hall in Penza
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			MULTIFUNCTIONAL ROOFED
 STADIUM O2 WORLD IN BERLIN
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			Stadler
 rolling stocks
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			PLATFORMS FOR CARS IN FORMULA 1
GRAND  PRIX DU CANADA 2018 IN MONTREAL
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			THE MARIINSKIY THEATRE
IN SAINT PETERSBURG
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			RUSSIA’S NEW ICEBREAKER
 ARKTIKA

		

	



    
	
		PRODUCTION
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			high level and the continuous improvement of corporate and social culture
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			possession of prestigious international certificates of conformity
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			production only with the use of high-quality equipment

		

	



    
	
		Using the best practices and offering our own innovative solutions we always move ahead to be the best for our clients. Modern mills of Plyterra Group are equipped with the advanced machinery for production of wide range of standard, special and customized products. We keep working to optimize and improve the entire plywood production process. A high level of quality management at all production stages is an essential part of corporate strategy and culture.

		Applications
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	Shipbuilding

	Plywood is used for construction of bulkheads, partitions and compartments as well as for furniture construction, flooring and decking. Fire-retardant plywood of Plyterra Group is especially popular among shipbuilders. Wired film faced plywood withstands high loads and ensures safety of cargo during transportation. Its resistance to abrasion, rolling and slipperiness makes it a great solution for RORO ship decking.
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	Building and construction, concrete formwork

	Product line of Plyterra Group includes the whole range of plywood for building and construction. It is light and durable material with good strength properties. Film-faced plywood is irreplaceable in concrete formwork. High resistance to abrasion of film-faced plywood is approved by Taber Test. 
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	Exterior and interior decoration works

	Plywood of Plyterra Group is easy to handle and install. Its strength, durability, surface hardness, resistance to wear and tear as well as beautiful structure of birch veneer make it perfect for creative interior and exterior design and decoration. Exterior plywood is resistant to temperature drops and humidity thanks to special water and boil resistant glue. 
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	Basis for painting

	Smooth and free of knots, voids, plugs, seams or any rough spots birch plywood is a good basis for painting. Plyterra Group plywood with sanded surface and improved flatness is perfect for construction projects, hobby and craft. This material is easy to prime and size. Birch plywood guarantees smooth finish after painting and will fit in exclusive projects.
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	Gymnasia

	Birch plywood of Plyterra Group is strong and resistant to scuffing and scratching. It can endure heavy use on a gym floor without suffering damage. Plywood can be used as floor or subfloor, but anyway it absorbs some of the shock, reducing the impact on athlete's body. 
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	Wall panels, different kinds of barrier

	Birch plywood of Plyterra Group is strong, pliable and light. It can be used as base material in construction projects due to its sturdy nature. The plywood is easy to prime and cut to whatever shape and size. Fire-retardant plywood ensures safety in buildings. Special plywood with sound-insulation properties is recognized for its practicality and beautiful appearance. 
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	Sheathing and flooring of vans

	Plywood is popular among the producers of vans for its slip and wear resistance and minimum rolling wear. The material has high load-bearing capacity in spite of its light weight. Tailor-made products, manufactured according to the customer’s drawings with great precision are especially valued by the clients of Plyterra Group.
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	Laser cutting 

	Laser cutting has application in many industries, however, it is most popular in the cutting dies production. Plywood is used as a platform for keeping the knives of the die cutting board in a proper way. Only solid veneer is used in the inner layers. Adhesive, based on specific resin, is not subject to combustion under the influence of the laser beam. The material has customized thickness tolerances and improved flatness.
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	Roofing materials

	Plyterra Group plywood is a perfect material for roof decking, no matter whether it is a simple single-family residence or a multistore office block. It is popular among contractors for its strength, high load-bearing capacity, water resistance and structural stability. This roofing material has light weight and is easy to work with. Its structure  provides better nailing, which is the most important consideration with roof sheathing. 
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	Advertisement hoardings

	Plywood manufactured by Plyterra Group can retain its properties even in harsh conditions, such as temperature drops and high humidity. Durability of plywood make it perfect for outdoor advertising. The alternation of cross and long grain veneer reduces the chances of the wood deformation and makes it resistant to warping, cracking, and twisting when setting.
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	Furniture manufacturing 

	Plywood is very popular in furniture production due to its technical properties, dimensional stability and ease in handling. It saves the warmth and beautiful structure of wood. Interior plywood of Plyterra Group is suitable for production of doors, tables, shelves, chairs, cabinetry  and other furniture.
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	Rail vehicles production

	Fire-retardant plywood of Plyterra Group is widely used in the structures of walls and floors of rail vehicles and metro trains. It has light weight and high strength. The product line includes plywood with sound insulating and antivibrating properties developed precisely for this industry. The plywood meets safety requirements of passenger transport. 
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	Parquet production

	Plywood is used as a base or core of parquet thanks to its eco-friendliness and great performance properties. More than that, the material is safe for health. Our special product PlyParquet is produced to meet the strictest requirements of parquet manufacturers all over the world. Special thickness of veneer allows to produce plywood with strict thickness tolerance according to customers’ requests.
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	Acoustic systems  

	Plyterra Group offers “acoustically soft” plywood having necessary sound absorption coefficient. Multilayer structure of plywood results in damping of vibration. Only solid inner layers of birch veneer are used for its production. The material is much lighter in comparison with other wood products used for this application. It also has such properties as strength, longevity and great capability to hold fasteners (screws, etc.).  
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	Packaging 

	Another application of plywood produced by Plyterra Group is the production of packaging. It is light but strong, durable and resistant to wear and tear. Plywood packaging ensures the safety of goods during transportation. Its properties are especially important when the goods are transported for long distances. 
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	Production of Buses

	Plywood of Plyterra Group has found wide application in transport industry. Uncoated plywood is used for sheathing of doors, walls and ceilings of buses. Special solutions with cork inside make the plywood lighter and guarantee sound absorption. Film-faced plywood is very popular when it comes to buses floors, due to its non-slippery properties and resistance to abrasion.  
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	Caravans

	Overlaid plywood of Plyterra Group is valued by the producers of caravans because it does not lose its properties in various conditions, even when influenced by water, chemicals or heavy use. Plywood with antislip coating is widely used for flooring of caravans. The material coated with fire-resistant HPL has various decorative surfaces. Thus, along with safety it provides great opportunities for interior decoration. 
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	Decking of RORO ships

	Resistance to abrasion, rolling and slipperiness makes plywood of Plyterra Group a great solution for RORO ship decking. The material is very strong, light and durable. It ensures safety of cargo during transportation. Being solid, the material withstands high loads. 



		

	

	
	
		
			Contacts

			
				Phone number: +44 20 3966 6194

E-mail: enquiry@plyterra.com


 www.plyterra.com
 www.plyguard.com
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				Konstantin Baklanov

				Hello! Ready to help you. Write me if you have any questions.
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By clicking on the button, I accept the terms of the agreement.











	


	
		

	








    
    




